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ITEM #

1
2
3
4
5
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7
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9

10
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13

PART #

44704A
44703
47821
47822
47705
47713
17W1065B
CL-11-KHS
MH-109
CL-1-KN
14028
CC-12-F
¼ X 1¼

DESCRIPTION

FINGER ROD
FLIP FINGER
FINGER PLATE
FINGER KEY ½ X ⅝ X 3
SHAFT COLLAR (machined)
TIP ADAPTER
PLASTIC WASHER
KNURLED HEAD SCREW
RATCHET HANDLE
KNURLED NUT
SPRING
SHAFT COLLAR
DOWEL PIN

ITEM #

14
15
16
17
18
19
20
21
22
23

PART #

6100 X 1 ¼
10 - 32 X ⅞ 
½ - 13
½” SAE
¼ - 20 X 1 ¼
¼ - 20
¼ - 20 X ⅝
¼ - 20 X ⅜
2000-7S-ST
½ - 13 X 1½

DESCRIPTION

LOCK RING
SOCKET HEAD CAP SCREW (PATCH)
TEE NUT
WASHER FLAT
SOCKET SET SCREW ½ DOG POINT
HEX NUT
BUTTON HEAD CAP SCREW
BUTTON HEAD CAP SCREW
SNAP RING
SOCKET SET SCREW

PARTS LIST

GF-8 HEAVY DUTY FINGER

21.
21.

23.

Part #: GF-8R (right) and GF-8L (left)

Supplied on: All systems except up-acting brakes.
(1) right & (1) left finger assembly is included.
Left and right design allows close spacing
between fingers.

Mounting:  Mounts on top of gauge bar using ratcheting
lock handle.  References T-slot on top of gauge bar.

GF-8 Heavy Duty Finger

 

GF-8 HEAVY DUTY FINGER

In/out adjustments
of ½” in 0.005” 
increments 

Dual action lock nut allows locking of 
adjustments with or without shock 
absorber feature

Up / down tilt
adjustment

Racheting lock handle 
for easy side to side 
movement

3” flip finger for
reverse bends.

Adjustable shock
absorber for high
impact applications.

Heavy-duty ⅛”
steel mounting plate.

1” x 1” square tip
for easy contact

GF-8R

GF-8L

Flip feature can be locked 
out by moving this collar
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