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ITEM #
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13

PART #

28032
⅜ - 16 X1½ SSS
99073
99079
¼ X 1½
¼ X 1¾
99071C
99072A
¼ - 20 X ⅝ FHCS
AI1062110A1
10 - 32 X ¼” SHCS
¼ - 20 X ⅜” BHCS
10 - 32 X 1¼ SHCS

DESCRIPTION

RATCHET HANDLE
SOCKET SET SCREW
ADJ SCREW
ADJ DIAL
DOWEL PIN
DOWEL PIN
FINGER
FIXED BLOCK
FLAT HEAD CAP SCREW
¼ FLAT WASHER
SOCKET SET SCREW
BUTTON HEAD CAP SCREW
SOCKET HEAD CAP SCREW

ITEM #

14
15
16
17
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19
20
21
22

PART #

⅜” F/W SAE
99080A
.450 ID X .690 OD X .030 T
LT-038G-1-L
99075C
12015
6044
CL-16-TN
47713A

DESCRIPTION

FLAT WASHER
MTG PLATE
NYLON WASHER
TORSION SPRING
SLIDE BLOCK
COMP. SPRING
COMP. SPRING 
T-NUT
TIP ADAPTER

PARTS LIST
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GF-9 LOW PROFILE FINGER 1

Part #: GF-9

Supplied on: Up-acting pressbrakes.
(2) Fingers per system.

Operational Features:  Low profile design positions
gauge surface at lower face of gauge bar on same
plane as work blocks.  Spring-loaded finger dampens
vibrations.

Mounting:  Mounts on top of gauge bar using
ratcheting lock handle.  References against
face of gauge bar.

 

GF-9 LOW-PROFILE FINGER

GF-9

G
F-9

Racheting lock handle for
easy side-to-side movement

In/out adjustments of 1/4”
in 0.005” increments

3” flip finger for
reverse bends

Heavy-duty 1/8”
steel mounting plate

1” x 1” square tip
adapter for easy 
contact
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